
Your TEMPTU AIR includes 
the following components:

A completely depleted battery will take 2 hours to charge completely.
The run time on a fully charged battery is 70-90 minutes, depending on the pressure that the unit is running at. 
Performance is consistent between 300-400 charge cycles.
The TEMPTU AIR comes equipped with a safety shut-off which will turn the unit off after 15 minutes of running.
To avoid back pressure and to keep your unit running at optimum performance, keep the pressure valve at 1/16” from the 
highest pressure setting. You will not lose any pressure and this will help the life of the compressor motor.

1. The first step in assembling and using 
your TEMPTU AIR is to plug the Power 
Adaptor into a standard outlet.

2. To charge, remove battery from the 
bottom of the unit and plug in the Power 
Adaptor. A red light means the battery is 
charging, a green light means the charge is 
complete. 

The best practice for the longevity of the 
battery is to fully charge the new unit, 
then drain the battery completely before 
charging again. By doing this, batteries 
will retain their charge longer.

TEMPTU AIR Compressor
Clip on Battery Pack Flex Air Hose with

1/8 inch metal fitting
Reversible Airbrush Holder

with cushion tabs
Power Adaptor Vibration Reduction Pad

3. The TEMPTU AIR can be used as a 
stationary unit as well. To do this, attach 
your Vibration Reduction Pad to the bottom 
of the TEMPTU AIR unit. Next, attach the 
Power Adaptor to the back of the unit, when 
On a green light will show. Keep in mind that 
if the battery is not attached, the unit is not 
in charging mode.

How to use your TEMPTU AIR:

5. To attach the hose to compressor: 
Screw one end of the 1/8” metal fitting of 
the Flex Air Hose on to the 1/8” metal 
fitting on the compressor. Make sure that 
the fitting is tightened all the way, so you 
will not lose pressure.

8. To regulate air pressure, adjust the 
pressure dial regulator on the front of the 
unit. Turn the pressure dial left to increase 
pressure and right to decrease pressure. 

6. To attach your airbrush gun: First be 
sure that your gun has a 1/8" metal fitting. 
Screw the end of your Flex Air Hose to the 
bottom of your airbrush gun. 

7. Once ready for use, be sure to press 
down on the trigger of your gun before 
turning on the unit. This will release any 
trapped air. While the trigger is down, turn 
the unit on and air will begin to flow.

TEMPTU AIR TIPS:

www.temptupro.com
Please register your TEMPTU AIR Compressor and Battery at http://www.temptupro.com/temptuairreg.aspx

For more information on TEMPTU AIR’s one year warranty, please visit http://shop.temptupro.com/t-airwarranty.aspx

4. To attach the Reversible Airbrush 
Holder: First attach the small round cushion 
tabs on the inside of the two hooks of the 
holder. This will reduce the vibration on your 
airbrush gun. The Holder can be placed on 
either the right or left side on top of the 
TEMPTU AIR unit. 


